
1. Print or retrieve one set of installation instructions per kit. Always use the current, approved, document revision.

2. Fold instructions in half, placing the warranty card and stickers within the folded document. Set them aside.

3. Locate and review components needed to build kit as listed in the Bill of Materials section.

4. Start by building the kit box according to the Box Guide.

5. Visually inspect the height of the two SumoSprings, and ensure they match each other. If not, select another
component until both match in height. If needed, use the metal ruler for assistance with accuracy.

6. Using a micro�ber towel and a small amount of protectant cleaner, wipe clean the SumoSprings of any dust or
debris.

7. Place the SumoSprings in the box on opposide sides and pointing in opposide directions (refer to diagram below).
Place a part B Washer at the base of each SumoSpring. Add a part C Spacer next to each washer against the box.
Using the �ller paper machine, release enough paper to �ll the spaces in the box. The SumoSprings should �t snug
with little to no movement.

30 DAY MONEY BACK GUARANTEE.
LIMITED LIFETIME WARRANTY.

REGISTER YOUR PRODUCTS AND LEARN ABOUT YOUR LIFETIME WARRANTY AT

superspringsinternational.com/warranty

PART NUMBER

SFR-102-40

PACKING INSTRUCTIONS

PRODUCT INFORMATION BOX INFORMATION

TOOLS REQUIRED BEFORE YOU BEGIN

BILL OF MATERIALS

BUILDER GUIDE

PRODUCT LINE
SumoSprings Builder Kit
VARIATION
Solo

COLOR
Blue

Item Part # Discription QTY

A

4" Steel Washer512313

2SumoSprings Blue -40511456

2B
1" SpacerC 512117 2
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C

E

A

S-Badge Sticker122363 1
SumoSprings Logo Sticker122366 1
Warranty Card122369 1

E

F
G

COMPLETED KIT WEIGHT
7lbs (3.18 kg.)
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COMPLETED KIT

PLEASE NOTE
All of the following steps that are highlighted in 
yellow require you to wear protective gloves and 
safety glasses to complete. 

8. Retrieve the installation instructions packet, which
should contain the warranty card and stickers, and place it
on top of the components in the box.

9. Close the top of the box by completing the steps
referenced in the Box Guide.

10. Using the scanner (refer to scanner instructions) print
out a label.

11. Position label vertically, on the le� side of the end of
the box with the SuperSprings International logo side to
the le� (refer to Completed Kit Diagram).

12. Place the �nished kit in the applicable bin.

SFR-102-40SSI BUILDER GUIDE REV: 1.0 | MAY 2023

4" (10.16cm)

5"
(12.70cm)

Small SumoSpring Box512502 1D

Install GuideINS_SFR-102-40/47/54 1H

> Protective gloves
> Safety glasses
> Metal ruler
> Micro�ber towel

> Protectant cleaner
> Filler paper machine
> Filler paper

PRIMARY APPLICATIONS
>  Builder Kits for Custom Applications

 

 

PART NUMBER

SFR-102-40/47/54

INSTALLATION

These SumoSprings Builder Kits are meant for use on custom applications and can be mounted in a variety of ways. 

Customer supplies their own hardware and bracketry. We recommend using Grade 8, 3/8 hardware or similar.

Always use 4" Steel Washer [ITEM B] as a backing plate for the SumoSprings [ITEM A].

Ensure load is applied as perpendicular to the SumoSprings as possible.

Register the warranty for your SuperSprings International part. A warranty card can be found in the box your part 
came in.

BEFORE YOU BEGIN

SuperSprings
I N T E R N A T I O N A L
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SuperSprings
International, Inc.
505 Maple Avenue
Carpnteria, CA 93013

Installation Support
+1 (800) 898-0705
support@supersprings.com 

superspringsint.com

Part Number: SFR-102-40/47/54 Product Line: SUMOSPRINGS BUILDER KIT Page 1
SAFETY NOTICE: We recommend installation be done by a professional or 
persons with sound mechanical knowledge. 

WARNING: These instructions are a general guide for installation. SuperSprings
International, Inc. assumes no liability for the actual installation process. 
Consumers and installers should apply common automotive safety practices 
when raising and working on any vehicle. Do not put yourself in a position 
where, if the vehicle were to move unexpectedly, you may be injured.
SuperSprings’ products are designed to improve vehicle ride quality. Do not load 
any vehicle beyond the manufacturer’s speci�cations. 

Never exceed the manufacturer’s Gross Vehicle Rating (GVWR) located on 
your vehicles identi�cation tag.
BEFORE INSTALLATION: Ensure the vehicle is on a level surface, the parking 
brake is ON, with the ignition OFF, and place blocks in front of and behind the 
front tires to prevent the vehicle from moving.

DURING AND/OR AFTER INSTALLATION: Ensure emergency brake cables are 
not touch-ing the SuperSprings. Secure any cables out of the way with zip ties 
or by re-routing. Ensure all A/C lines, brake cables, and frame are clear of contact 
or interference.  REV. 2.01 | MAY 2022

INSTALLATION INSTRUCTIONS

Item Part # Discription QTY

A
SumoSprings Blue -40

SumoSprings Yellow -54

511456

511458

2SumoSprings Black -47511457

4" Steel WasherB

C 1" Spacer

512313

512117

2
2

PARTS LIST

SCAN HERE: To watch a video of this installation

TAPE MACHINE POSITION
#18 // 16" (40.64cm) 

SHIPPING DIMENSIONS

BOX DESCRIPTION
Small SumoSpring Box
BOX NUMBER
512502

D

B

H

5"
(12.70cm)

8" (20.32cm)11" (27.94cm)

FILLER PAPER

FILLER PAPER

FILLER PAPER

https://www.superspringsinternational.com/builder-guides/BOX-512502_eng.pdf
https://www.superspringsinternational.com/sfr-102-40
https://www.superspringsinternational.com/instructions/SFR-102-40.pdf
https://www.superspringsinternational.com/builder-guides/SAFETY-TOOLS_eng.pdf
https://www.superspringsinternational.com/builder-guides/TOOL-ScanForce_eng.pdf
https://www.superspringsinternational.com/builder-guides/TOOL-ScanForce_eng.pdf



