
1. Imprima o recupere un conjunto de instrucciones de instalación por kit. Utilice siempre la revisión del documento
actual y aprobada.

2. Doble las instrucciones por la mitad, colocando la tarjeta de garantía y las pegatinas dentro del documento
doblado. Déjalos a un lado.

3. Ubique y revise los componentes necesarios para armar el kit como se indica en la sección Lista de materiales.

4. Comience construyendo la caja del kit de acuerdo con la Guía de cajas.

5. Inspeccione visualmente la altura de los dos SumoSprings y asegúrese de que coincidan. Si no, seleccione otro
componente hasta que ambos coincidan en altura. Si es necesario, use la regla de metal para obtener ayuda con la
precisión.

6. Con una toalla de micro�bra y una pequeña cantidad de limpiador protector, limpie los SumoSprings de polvo o
residuos.

7. Coloque los SumoSprings en la caja en lados opuestos y apuntando en direcciones opuestas (consulte el
diagrama a continuación). Coloque una Arandela de la parte B en la base de cada SumoSpring. Agregue un
espaciador de la parte C al lado de cada arandela contra la caja. Usando la máquina de papel de relleno, suelte
su�ciente papel para llenar los espacios en la caja. Los SumoSprings deben quedar ajustados con poco o ningún
movimiento.

30 DAY MONEY BACK GUARANTEE.
LIMITED LIFETIME WARRANTY.

REGISTER YOUR PRODUCTS AND LEARN ABOUT YOUR LIFETIME WARRANTY AT

superspringsinternational.com/warranty

NÚMERO DE PARTE

SFR-102-40

COLOR
Azul

Carta Parte # Descripción QTY
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4" Steel Washer512313

2SumoSprings Blue -40511456
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S-Badge Sticker122363 1
SumoSprings Logo Sticker122366 1
Tarjeta de Garantía122369 1
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PESO DEL KIT COMPLETO
7lbs (3.18 kg.)
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EQUIPO COMPLETO8. Recupere el paquete de instrucciones de instalación,
que debe contener la tarjeta de garantía y las pegatinas,
y colóquelo encima de los componentes de la caja.

9. Cierre la parte superior de la caja completando los
pasos a los que se hace referencia en la Guía de Cajas.

10. Usando el escáner (consulte las instrucciones del
escáner) imprima una etiqueta.

11. Coloque la etiqueta en forma vertical, en el lado
izquierdo del extremo de la caja con el lado del logotipo
de SuperSprings International hacia la izquierda
(consulte el Diagrama del kit completo).

12. Coloque el kit terminado en el contenedor
correspondiente.
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PRIMARY APPLICATIONS
>  Builder Kits for Custom Applications

 

 

PART NUMBER

SFR-102-40/47/54

INSTALLATION

These SumoSprings Builder Kits are meant for use on custom applications and can be mounted in a variety of ways. 

Customer supplies their own hardware and bracketry. We recommend using Grade 8, 3/8 hardware or similar.

Always use 4" Steel Washer [ITEM B] as a backing plate for the SumoSprings [ITEM A].

Ensure load is applied as perpendicular to the SumoSprings as possible.

Register the warranty for your SuperSprings International part. A warranty card can be found in the box your part 
came in.

BEFORE YOU BEGIN

SuperSprings
I N T E R N A T I O N A L
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SuperSprings
International, Inc.
505 Maple Avenue
Carpnteria, CA 93013

Installation Support
+1 (800) 898-0705
support@supersprings.com 

superspringsint.com

Part Number: SFR-102-40/47/54 Product Line: SUMOSPRINGS BUILDER KIT Page 1
SAFETY NOTICE: We recommend installation be done by a professional or 
persons with sound mechanical knowledge. 

WARNING: These instructions are a general guide for installation. SuperSprings
International, Inc. assumes no liability for the actual installation process. 
Consumers and installers should apply common automotive safety practices 
when raising and working on any vehicle. Do not put yourself in a position 
where, if the vehicle were to move unexpectedly, you may be injured.
SuperSprings’ products are designed to improve vehicle ride quality. Do not load 
any vehicle beyond the manufacturer’s speci�cations. 

Never exceed the manufacturer’s Gross Vehicle Rating (GVWR) located on 
your vehicles identi�cation tag.
BEFORE INSTALLATION: Ensure the vehicle is on a level surface, the parking 
brake is ON, with the ignition OFF, and place blocks in front of and behind the 
front tires to prevent the vehicle from moving.

DURING AND/OR AFTER INSTALLATION: Ensure emergency brake cables are 
not touch-ing the SuperSprings. Secure any cables out of the way with zip ties 
or by re-routing. Ensure all A/C lines, brake cables, and frame are clear of contact 
or interference.  REV. 2.01 | MAY 2022

INSTALLATION INSTRUCTIONS

Item Part # Discription QTY

A
SumoSprings Blue -40

SumoSprings Yellow -54

511456

511458

2SumoSprings Black -47511457

4" Steel WasherB

C 1" Spacer

512313

512117

2
2

PARTS LIST

SCAN HERE: To watch a video of this installation
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8" (20.32cm)11" (27.94cm)

PAPEL DE RELLENO

PAPEL DE RELLENO

PAPEL DE RELLENO

INFORMACIÓN DEL PRODUCTO INFORMACIÓN DE LA CAJA

GUÍA DEL CONSTRUCTOR

LÍNEA DE PRODUCTO
SumoSprings Builder Kit
VARIACIÓN
Solo

MÁQUINA DE CINTA
#18 // 16" (40.64cm) 

DIMENSIONES DE ENVÍO

DESCRIPCIÓN DE LA CAJA
Caja Pequeña SumoSpring
NUMERO DE CAJA
512502

LISTA DE MATERIALES

HERRAMIENTAS NECESARIAS ANTES DE QUE EMPIECES

TENGA EN CUENTA
Todos los siguientes pasos que están resaltados en 
amarillo requieren que use guantes protectores y 
gafas de seguridad para completarlos.

> Guantes de protección
> Gafas de seguridad
> Regla metálica
> Toalla de micro�bra

> Limpiador protector
> Máquina de papel de relleno
> Papel de relleno

INSTRUCCIONES DE EMBALAJE

https://www.superspringsinternational.com/builder-guides/BOX-512502_esp.pdf
https://www.superspringsinternational.com/sfr-102-40
https://www.superspringsinternational.com/instructions/SFR-102-40.pdf
https://www.superspringsinternational.com/builder-guides/SAFETY-TOOLS_esp.pdf
https://www.superspringsinternational.com/builder-guides/TOOL-ScanForce_esp.pdf
https://www.superspringsinternational.com/builder-guides/TOOL-ScanForce_esp.pdf



